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WELDING HELMETS & LENSES

Model Mfg.    Price 
No.  No. Description  /Each

SEH125 37191 BH3* Black    
SDL094 37247 External Safety Lens, 10/Pkg.    
SDL096 37248 Internal Safety Lens, 10/Pkg.    

WH70 BH3* Balder* Welding Helmets
• Superior angle of view
• Enhanced visibility and colour recognition
• Variable shade 9-13, adjustable sensitivity  

and opening time delays
• Solar-powered unit with two arc sensors
• Curved front cover plate offers reduced  

heat build-up, reflections and fogging
• Aerodynamic shell designed  

for better fume deflection
• Can be used for torch cutting
• Quick and easy replacement of safety plates
• Lightweight at 19.84 oz.
• Auto-on ADF is always ready to weld
• Meets ANSI standard Z87.1 and  

compliant with CSA standard Z94.3
• 5-year warranty

WH70 Truesight* II Digital 
ADF Welding Helmets
DELIVERS BEST-IN-CLASS OPTICAL CLARITY BY INTRODUCING  
BALDER* TECHNOLOGY TO TRUESIGHT* II’S LARGE VIEWING  
AREA AND DIGITAL CONTROLS
• Optical classification 1/1/1/1 rating
• Variable shade from 5-8 and 9-13
• 3.25" x 4.00" viewing area
• Digital controls (Designed  

by welders for welders)
• Weld, grind and torch modes  

(3-N-1 welding helmet)
• Delay and sensitivity adjustments
• Four sensors and auto off
• Meets ANSI standard Z87.1 and  

compliant with CSA standard Z94.3
• DIN rating EN379

Model Mfg   Price 
No. No. Description /Each

SEC603 46159 HLX w/Truesight* II  Digital ADF, Black     
SEC604 30319 Truesight* II ADF Cartridge 4 1/2" x 5 1/4"     
SEC605 30320 External Safety Lens     
SEC606 30321 Internal Safety Lens     

SEC603

WH40 SmarTIGer* Balder* 
Welding Helmets
• Internal adjustable shade 9-13
• Internal adjustable sensitivity
• Aerodynamic shell designed  

for better fume deflection
• Solar-powered unit with two arc sensors
• Can be used for torch cutting
• Lightweight at 19.2 oz
• Auto-on ADF is always ready to weld
• Meets ANSI standard Z87.1 and  

compliant with CSA standard Z94.3
• 5-year warranty 

Model Mfg.    Price 
No.  No. Description  /Each

SEH126 37188 SmarTIGer* Balder* Black    
SEH127 37187 SmarTIGer* Balder* Torch Dancer    

SDL094 37247 External Safety Lens, 10/Pkg.    
SDL095 37249 Internal Safety Lens, 10/Pkg.    

SEH127

SEH125

WH30/WH40 Element* 
ADF Welding Helmets
• Lightweight shell weighs only 6 oz.
• Available in two different auto-darkening filters:  

ADF fixed shade 10 and ADF variable shade 9-13
• Two independent arc sensors
• Solar powered unit
• Meets ANSI standard Z87.1 and  

compliant with CSA standard Z94.3

Model Mfg.  Price 
No. No. Description /Each

WH30 ELEMENT*
SEA770 23286 Welding Helmet-Fixed Shade 10 ADF, 4.33" x 3.54"    
SEA772 23440 Replacement Cover Lens Kit - Includes 5 Front and 2 Rear Safety Plates    
SED982 23442 Replacement Headgear    

WH40 ELEMENT*
SEA769 23282 Welding Helmet-Variable ADF, 4.33" x 3.54"    
SEA771 29127 Replacement Cover Lens Kit - Includes 5 Front and 2 Rear Safety Plates    
SED982 23442 Replacement Headgear    

SEA769

Model Mfg.   Price 
No. No. Description Colour /Each

PB193 14982 HSL-2 Helmet,  2" x 4 1/4", Flip Front  Black    
SD617 14975 HSL-100 Helmet, 4 1/2" x 5 1/4", Fixed Front Black    

PB193

WH10 Passive Welding Helmets
• Narrow shell design is perfect for work in tight space
• Extended front increases throat protection against  

sparks, slag and other physical hazards
• Comes standard with cover plate and shade 10 polycarbonate filter plate
• Meets ANSI standard Z87.1 and compliant with CSA standard Z94.3

SD617


