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LUBRICATING EQUIPMENT

Grease Control Valves
• Premium quality
• For use with power-operated equipment
• Provides continuous grease flow 

with trigger fully depressed
• Inlet thread specification: 1/4" NPT (female)
• Outlet thread specification: 1/8" NPT (female)
• 7500 PSI
• Comes complete with 6" steel extension  

and heavy-duty coupler

Model No. AC498 
Price/Each $   

Air-Operated Grease Pumps
• Ideal for applications having continuous  

need for high pressure grease
• 50:1 ratio pump
• Recommended air pressure  

between 60 and 125 PSI
• Air inlet: 1/4" NPT (female)
• Grease outlet: 1/4" NPT (female)
• Fits 5-gallon and 16-gallon pails
• Comes complete with drum cover,  

rubber-lined follower plate, 7' of high  
pressure grease hose, Z swivel  
and grease control valve

Model No. AC496  
For 25-50-lb. pails 
Price/Each $   

Model No. AC497  
For 120-lb. pail 
Price/Each $   

Grease Filler Pumps
• An ideal grease filling solution to easily  

load bulk or combination grease guns  
from bulk grease pails

• Full economy in buying bulk grease
• Pail capacity: 5 gallons
• Rubber lining follower plate  

for use with most bucket types

Model No. AD383 
Price/Each $   

Swivels
• Installed between the delivery hose and  

grease control valve, swivels permit  
easy handling of control valves and  
prevent damage to hose  
caused by twisting

• 6000 PSI

Bucket Greasers
• High volume, high pressure grease pump
• Uses low cost bulk grease
• Delivers 3 g/stroke or 1 oz.  

in less than 10 strokes at  
pressures up to 2000 PSI

• Comes complete with 22-lb  
built-in steel grease bucket

Model No. AC495 
Price/Each $   

Easy-Out Tools
• Handy, dual-purpose tool for removing  

worn and broken grease fittings, as well  
as retapping holes for installing new grease fittings

Model Thread Price 
No. Specifications /Each

AC499 1/4" NPT (F) - 1/4" NPT (M)    
AC500 1/4" NPT (F) - 1/8" NPT (M)    

Model Tap Price 
No. Rethreads /Each

AC511 1/4"-28    
AC512 1/8"-27    

Grease Fittings
• Manufactured to the most  

stringent quality standards
• QS 9000 approved
• 10 fittings per package

SAE  Priced per Package

Model  Price 
No. Description /Each

1/4" - 28 SAE-LT PIPE THREADS
AC501 Short - Straight    
AC502 Short - 45°    
AC503 Short - 90°    

1/8" - 27 PIPE THREADS
AC504 Short - Straight    
AC505 Short - 45°    
AC506 Short - 90°    

DRIVE FITTING
AC507 For 3/16" Drill    

METRIC  Priced per Package

Model  Price 
No. Description /Each

M6 X 1 PIPE THREADS
AD202 Straight    
AD203 90°    

M8 X 1 PIPE THREADS
AD204 Straight    
AD205 90°    

M10 X 1 PIPE THREADS
AD206 Straight    
AD207 90°    

SETS
Model   Price 
No. Description Contains /Each

AC509 80 Pcs of SAE Grease Fittings 15 Pcs of 1/4" 28 SAE LT Straight     
  10 Pcs of 1/4" 28 SAE LT 45° Angle  
  10 Pcs of 1/4" 28 SAE LT 90° Angle  
  25 Pcs of 1/8" 27 NPT Straight  
  10 Pcs of 1/8" 27 NPT 45° Angle  
  10 Pcs of 1/8" 27 NPT 90° Angle 

AC510 80 Pcs of Metric Grease Fittings 20 Pcs of M6 x 1 Straight     
  10 Pcs of M6 x 1 90° Angle  
  15 Pcs of M8 x 1 Straight  
  10 Pcs of M8 x 1 90° Angle  
  15 Pcs of M10 x 1 Straight  
  10 Pcs of M10 x 1 90° Angle 


