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ELECTRICAL DEVICES & ACCESSORIES

Back & Side-Wired Straight 
Blade Receptacles with Strap
• All industrial back & side wired receptacles have #10-32 triple 

combination head terminal screws: straight, Phillips and 
Robertson; all industrial side wired receptacles, #8-32

• Back and side wiring options accept #14-
#10 AWG stranded or solid wire

• Break-off fins for easy two-circuit conversion
• Apron barrier to prevent accidental contact 

between terminal screwheads and metal box
• Exclusive V-shaped, serrated back-wiring clamps 

for superior contact and conductivity
• 125 Volts
• No. of Outlets: 2
• Backed by a limited 10-year warranty
• UL and CSA Certified

Decora® Side-Wired & 
Quickwire™ Duplex 
Receptacles
• Side-wire and QuickwireTM holes  

accept No. 14 AWG copper wire
• Heavy-gauge zink-plated  

steel mounting strap
• Heavy-duty double-wipe brass 

contacts for long service life
• 125 Volts

Model Mfg.   Strap Price 
No. No. Colour Amps Type /Each

XA815 8200 Brown 12 Nickel-Plated Brass    
XA816 8200-W White 12 Nickel-Plated Brass    

XA819 5262-I Ivory 15 Steel    
XA820 5262-W White 15 Steel    

Model Mfg.   Nema Price 
No. No. Colour Amps Configuration /Each

XB284 5325-T Almond 15 5-15R    
XB285 5325-I Ivory 15 5-15R    
XB286 5325-W White 15 5-15R    

SmartlockPro® Extra 
Heavy-Duty Self-Test 
GFCI Receptacles
• Hospital specification grade
• 15 Amps at receptacle with a 20 Amp feed-through
• Two pole, three wire, self-grounding receptacle
• Features an indicator light and wallplate
• Tamper Resistant
• 125 Volts
• No. Of Outlets: 2
• Colour: White

Model Mfg.  Nema Price 
No. No. Amps Configuration /Each

XI220 GFTR1-PLW 15 5-15R    
XI222 GFTR2-PLW 20 5-20R    

Extra Deep Weather 
Resistant Receptacle Covers
• Impact resistant thermoplastic construction
• Pre-installed gasket for easy, reliable installation
• Tongue and groove plate-to-cover construction
• Offset device opening (horizontal only) for easier cord exit
• Thermoplastic inserts prevent insect and debris accumulation
• Mounting screws and rubber gasket included for fast, 

easy installation onto surface-mounted outdoor-
type boxes or flush-mounted wall boxes

• Easy-grip self-closing covers with durable, 
non-corrosive stainless steel screws 

• Backed by a limited two-year warranty

While-In-Use Outlet Covers
• Safety lockout feature to prevent unauthorized use
• Pre-installed weatherproof gasket features custom 

fit inserts allowing for an easy to use installation
• Application: Outdoor
• No. of Gangs: 1
• CSA Certified

Model Mfg.    Price 
No. No. Colour Description Mounting /Each

XA934 5996-DGY Grey Duplex Horizontal    
XA932 5978-DGY Grey Single Vertical    
XA773 5997-DCL Clear Decora®/GFCI Horizontal    
XA774 5997-DGY Grey Decora®/GFCI Horizontal    

Model Mfg.  Plate Plate Price 
No. No. Colour Type Material Mounting /Each

XH490 IUM1H-GY Grey Decorator Aluminum Horizontal    
XH491 IUM1V-GY Grey Decorator Aluminum Vertical    
XH493 5978-DCL Clear Round Plastic Vertical    
XH492 5980-UCL Clear Decorator/Duplex/Round Plastic Vertical    

Model Mfg.  Tamper Price 
No. No. Amps Resistant /Each

XH398 GFNT1-W 15 No    
XF660 GFNT2-W 20 No    

XH400 GFTR1-W 15 Yes    
XH401 GFTR2-W 20 Yes    

GFCI Decora® Outlets
• Provides continuous ground fault protection 

as it detects and trips on actual ground fault 
even when self-test is being conducted

• Status Indicator Light provides simple, intuitive 
feedback on power and protection status as 
well as indication of line/load reversal

• Patented Lockout Action prevents reset if GFCI is 
damaged and cannot respond to a ground fault

• Terminals allow for easy wiring options as 
they are back and side wire capable

• Reduced depth makes it easier to install in 
any electrical box, even shallow ones

• Designed for wet and damp locations to meet 
the requirements of NEC Section 406.8

• 125 Volts
• No. of Outlets: 2
• Colour: White
• CSA Certified


