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EMERGENCY EYEWASH & SHOWER EQUIPMENT

Model  Mfg.  Shower Special Price 
No. No. Bowl Head Features /Each

SEB257 8320-8325 Plastic Plastic -    
SEB258 8300-8309 Stainless Steel Plastic -    
SEB259 8330 Stainless Steel Stainless Steel Corrosion Resistant Stainless Steel Piping    
SEB260 8336 Plastic Plastic Green Epoxy Coating    

Model Mfg.   Dust Cover Special Price 
No. No. Bowl Included Features /Each

EYEWASH
SEB801 S19314EW Plastic - -    
SEB802 S19314P Plastic - Drench Hose    
SEB803 S19314PDC Plastic Plastic -    
SEB804 S19314SB Stainless Steel - -    
SEB805 S19314DC Stainless Steel Stainless Steel -    

EYE/FACE WASH
SEB806 S19314FW Plastic - -    
SEB807 S19314PDCFW Plastic Plastic -    
SEB808 S19314SBFW Stainless Steel - -    
SEB810 S19314DCFW Stainless Steel Stainless Steel -    
SEB813 S19314BF Stainless Steel - Wheelchair Accessible    

Halo™ Combination Emergency Shower & Eyewash Stations
• Combine HaloTM eyewash technology with SpinTecTMshower features for high performance safety installations
• SpinTecTM showers yield superior fluid distribution • Durable ABS plastic showerhead
• Compact profile means less in-plant damage
• Features antimicrobial protection, integral strainers, and rugged safety-yellow  

powder coating for easy visual identification in an emergency
• AquaductTM self-draining design eliminates bacteria growth from standing fluid
• Eye/face wash models provides industry leading 85% facial coverage
• Activate by push handle or by lifting dust cover
• Eyewash models feature unique flip open dust caps
• Optional see-through dust cover (shown) makes inspection  

simple and keeps device free of debris and ready for use
• Stainless steel models are ideal for corrosive, high abuse environments
• Eyewash subsection fully assembled
•   ULC certified to ANSI standard Z358.1

IMPORTANT: Regulations require tepid water (18-37°C).  
See page 1471 for water tempering devices

Combination Emergency Shower 
& Eye/Face Wash Stations
• Hydrodynamic shower design produces equal flow distribution
• Revolutionary inverted flow sweeps contaminants away from the vulnerable nasal cavity
• Provides a Zero Vertical Velocity™ stream for enhanced comfort, stability and effectiveness
• 11" diameter bowl
• Galvanized stanchion for long life
• Mesh strainer collects debris
• Durable ball valve with stainless steel stem 
• Certified by CSA to meet the ANSI standard Z358.1

COMBINATION SHOWER & EYEWASH FIXTURES pair-up eyewash with emergency showers when the MSDS calls for both 
eye and skin irrigation. To accommodate various site conditions, combination units provide several options including: Stainless components,  

PVC, foot-treadle operation, anti-scald or anti-freeze valves and freeze-protected heat trace units.

SEB802

SAK659

Combination Shower Eye/Face Wash
• High visibility ABS Yello-bowl®
• Schedule 80 hot dip galvanized piping with 

chrome-plated bronze stay open valves
• High visibility ABS plastic; self-adjusting 30 GPM showerhead
• Supply with 1 1/4" NPT connection
• Shipped partially assembled for easy and quick installation
• Third party certified to the ANSI Z358.1 Standard
• SAK660 comes with cover assembly to keep airborne 

particles out of bowl and eye/face wash heads
• SAK659 comes with float off dust caps secured with stainless steel bead chain
• Coverage Area: Eye/Face|Full Body
• Installation Type: Unmounted
• Weight: 60 lbs.
• Bowl Material: Plastic

Model Mfg.  Price 
No. No. Description /Each

SAK659 1050216 ABS Plastic Bowl     
SAK660 01050266PBC ABS Plastic Bowl w/Cover    


