DOLLIES & ROLLERS

Toe Jacks

+ Strong, portable and safe

« Lifts loads with only 1" ground clearance

+ 5and 10-ton models operate
horizontally and vertically

« Base, toe and pump assembly swivel
independently of each other

+ Perfect complement to any Hilman roller

QHILMAN

Max Lifting Pick-Up Position Capacity
Height" At Base" At tops/tons
14.50/5
MH826 9 1 16.52/10 61
MH827 9 2 18.50/25 203

Tr| Glide Three-Point Mover

Ideal solution for moving heavy and bulky items safely
+ 3-point system provides better mobility
and stability even when turning
« Includes front unit and adjustable dolly (rear unit)
+ Front unit features turntable with non-slip pad
« Dolly has non-slip pads on either side
« Handle Height: 43-1/2"
+ Dolly Dimensions: 60"L x 12-9/16"W x 4"H
« Wheel Material: Nylon

QHILMAN

Capacity Front Unit Base Dim. Front Unit Rear Dolly
Tons ' x W' x H" Weight Ibs. Weight Ibs.
10 17-7/8 x 17-1/4 x
M0822 15 22-4/16 x 17-1/4 x 4 106 62
M0823 20 26-11/16 x 17-1/4 x 4 113 71

Hilman Roller Economy Sets
120 TO 200 TONS

Sets include:
Four swivel padded or diamond style rollers and 2 steering handles.

QHILMAN

Model Kit Cap. 5
No. Tons Rollers Ibs. /Each
MH771 120 4 - Swivel Locking Padded 542
MH772 120 4-Swivel Locking Diamond 538
MH773 200 4-Swivel Locking Padded 834
MH774 200 4 - Swivel Locking Diamond 846

(
Machine Roller Kit

+ Made of high-strength annealed ductile iron

« These steel machine rollers have swivel tops that rotate 360° on chrome steel ball
bearings to allow for easier turning

« Therollers form a "tank track" to revolve around a center load bearing plate in the
frame to provide maximum maneuverability

+ The weight of the load is transferred directly from the load bearing plate to the
rollers, eliminating axle friction and requiring less power to start and move

+ These units are virtually maintenance free

+ Steering bars split in two and connect with sleeve for easy storage

Kit Includes:

(4) Machine Rollers
(2) Steering Bars
(1) Case

Machme Rollers

Made of high-strength annealed ductile iron

Swivel tops that rotate 360° on chrome steel ball

bearings to allow for easier turning

The rollers form a "tank track” to revolve around a centre load

bearing plate in the frame to provide maximum maneuverability

The weight of the load is transferred directly from the load

bearing plate to the rollers, eliminating axle friction

Optional steering bar split in two and connect with sleeve for easy storage

Model Mfg. Capacity
No. No. Tons
LU262 VHMS-2 1
LU263 VHMS-8 4
LU264 VHMS-15 15
LU265 VHMS-30 15
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g Model Numberof Cap./Roller Roller  Overal Roller Roller Size No. No. Length" With Ibs. /Each
& No: T Rollers Tons Type Height? L U266 VHMH-48-1 50172 LU262 12
] MN679 4 1 Swivel 3.5 3.25 X 8 LU267 VHMH-48-2 501/2 LU263, LU264 & LU265 17
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