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DRUMS

Standard Pail Mixer
• 100% lube-free pneumatic motor
• Stainless steel design and removable  

drip-cup allow for quick and easy wash-down
• Features standard head-down sensor 

and ON/OFF speed control
• Offset impeller designed to reduce aeration
• Easy single-hand operation
• Fits most standard pails
• Meets CSA Z432
• Ergonomic stand sold separately
• Revolutions Per Minute (RPM): 1000-5000
• Propeller Diameter: 2.5"
• Horse Power: 3/5 HP
• Material: Stainless Steel
• Motor Type: Pneumatic
• No. of Propellers: 2
• Shaft Length: 12"
• Shaft Diameter: 9/16"
• Applications: Paint, inks & coatings, lubricants, process 

chemicals, food products, and solutions and suspensions
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No.  /Each

DC755     

Model   Price 
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DC757     

Model   Price 
No. Description /Each

DC761 Drum & Tote Mixer Control Panel    
DC760 Ergonomic Pail Mixer Stand    
DC758 Drum & Tote Mixer    

Model   Price 
No.  /Each

DC756     

Advanced Pail Mixer
• 100% lube-free pneumatic motor
• Stainless steel design and removable  

drip-cup allow for quick and easy wash-down
• Features standard head-down sensor, pail sensor, 

start/stop buttons, and speed control
• Offset impeller designed to reduce aeration
• Easy single-hand operation
• Fits most standard pails
• Meets CSA Z433
• Ergonomic stand sold separately
• Revolutions Per Minute (RPM): 1000-5000
• Propeller Diameter: 2.5"
• Horse Power: 3/5 HP
• Material: Stainless Steel
• Motor Type: Pneumatic
• No. of Propellers: 2
• Shaft Length: 12"
• Shaft Diameter: 9/16"
• Applications: Paint, inks & coatings, lubricants, process 

chemicals, food products, and solutions and suspensions

Advanced Pail Mixer with Timer
• 100% lube-free pneumatic motor
• Stainless steel design and removable drip-cup 

allow for quick and easy wash-down
• Features standard head-down sensor, pail sensor, 

start/stop buttons, speed control, and timer
• Offset impeller designed to reduce aeration
• Easy single-hand operation
• Fits most standard pails
• Meets CSA Z434
• Ergonomic stand sold separately
• Revolutions Per Minute (RPM): 1000-5000
• Propeller Diameter: 2.5"
• Horse Power: 3/5 HP
• Material: Stainless Steel
• Motor Type: Pneumatic
• No. of Propellers: 2
• Shaft Length: 12"
• Shaft Diameter: 9/16"
• Applications: Paint, inks & coatings,  

lubricants, process chemicals, food products, 
and solutions and suspensions

Accessories

DC761

DC760

DC758

CANADA’S LEADING  
MATERIAL HANDLING SUPPLIER


