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CORDED POWER TOOLS

3/8" VSR Drills
• Durable all ball-bearing construction 
• Textured handle provides  

better gripping surface
• Glass-filled nylon housing is  

durable and impact resistant
• Includes: Kit bag

Model No. TLV567 
Mfg. No. DWD110K 
Price/Each $   

SPECIFICATIONS
Chuck Size: 3/8"
Amperage: 8.0
No Load RPM: 0-2500
Chuck Type: Keyless
Tool Weight: 4.1 lbs.

1/2" Magnum® Drills
• Powerful 8.0 Amp motor with variable speed control 
• All metal gear case and diaphragm
• 8' 3-wire rubber cord  

and 360° locking side handle 
• Includes: Side handle  

and chuck key with holder

Model No. TEA090 
Mfg. No. 0299-20 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 8.0
No Load RPM: 0-850
Chuck Type: Keyed
Tool Weight: 5.4 lbs.

1/2" Drills
• Industrial aluminum gear housing for durability
• Large reversing switch and lock-on button
• Convenient belt clip 
• Includes: Side handle  

and chuck key

Model No. TW242 
Mfg. No. 6303H 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 6.5
No Load RPM: 0-850
Chuck Type: Keyed
Tool Weight: 4.8 lbs.

3/8" Angle Drills
• Built-in LED job light and reduced head height (2 5/8")
• Compact (10 5/8" length) design for close quarters
• Paddle switch with speed limiting dial
• Includes: Grip and chuck key with holder

Model No. TF811 
Mfg. No. DA3010F 
Price/Each $   

SPECIFICATIONS
Chuck Size: 3/8"
Amperage: 4.0
No Load RPM: 0-2400
Chuck Type: Keyed
Tool Weight: 3.1 lbs.

1/2" VSR Drills
• Single-sleeve keyless  

chuck with spindle lock
• Triple gear reduction  

provides increased torque 
• Helical-cut steel, heat-treated  

gears for increased durability 
• Includes: 360° locking  

side handle

Model No. TD936 
Mfg. No. DW246 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 7.8
No Load RPM: 0-600
Chuck Type: Keyless
Tool Weight: 4.4 lbs.

1/2" VSR Drills
• Triple gear reduction provides increased torque
• Metal gear housing for jobsite durability
• Helical-cut steel, heat-treated  

gears for increased durability
• Includes: 360° side handle  

and chuck key with holder

Model No. TD935 
Mfg. No. DW245 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 7.8
No Load RPM: 0-600
Chuck Type: Keyed
Tool Weight: 4.4 lbs.

1/2" Spade Handle Drills
• Variable speed reversing switch avoids air bubbles  

when mixing mud and offers greater control
• 0-550 RPM provides increased  

torque for drilling and mud mixing
• Soft grip handle provides  

comfort and ergonomics
• Includes: 3-position side handle, chuck key  

with holder and 2-position rear spade handle

Model No. TKZ843 
Mfg. No. DW130V 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 9.0
No Load RPM: 0-550
Chuck Type: Keyed
Tool Weight: 7.5 lbs.

1/2" Compact Drills 
• Made for two handed operation
• Rear mounted assist spade handle
• Heat treated gears are helical-cut  

for quiet performance
• Includes: Pipe handle

Model No. TF092 
Mfg. No. 1660-6 
Price/Each $   

SPECIFICATIONS
Chuck Size: 1/2"
Amperage: 7.0
No Load RPM: 0-500
Chuck Type: Keyed
Tool Weight: 11.4 lbs.


